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6. THIS PART MATES WITH HDP26-18-6St-2#s%, UNEF THREAD REF [2.54]
(sxs3= ALL MODIFICATIONS, #= TYPE OF SEAL.)
& FOR CONTACT AND WIRE PERFgRMANCE ﬁgDOAPPLICATION CHARACTERISTICS "o
E ENVELOPE DWG. 0425-015-0000 AND 0425-021-0000. ',
SEE ENVELOPE /8\WHEN + = N: NORMAL SEAL | 4427 009
4. DIMENSIONS ARE IN INCHES [MILLIMETERS]. WHEN + = E: RECUCED DIAMETER SEAL. [ 36.63%:3
: 7. DIMENSION TOLERANCES ARE +.025[%.63]
3. RECOMMENDED PANEL THICKNESS: .062[1.581 TO .18704.76]. DIMENSION TOLERANCES AT <\
2. THIS CONNECTOR WILL ACCOMMODATE THE FOLLOWING WIRE INSULATION DIAMETERS.
@1.507+.005 RECOMMENDED MOUNT NG HOLE
SEAL CONTACT | MIN INSULATION | MAX INSULATION WIRE GAUGE [38 284 121
TYPE SIZE 0.D. 0.0D. AWG [mm‘] RANGE
N 6 100 [2.54] 135 [3.40] 14-20 [2.0-0.5mm'] siokature 8 0aTe | RECEPTACLE CONNECTOR |cP £00
E 6 .053 [1.35] 120 13,051 | 14-20 (2.0-0.5mm’) | |-°R M. SANCHEZ 27JUNEO] 18-6 ARRANGEMENT The Deutsch Company
X CHK ) 1/3,/02 HDP20 SERIES DEUTSCH 1.P.D.
N OR E 4 261 [6.63] 292 [7.42] 6 [13mm’] 1 7 3830 INDUSTRIAL AVE.
. W St Ls , . 4
R RECEPTA%LE T? 352”3535"!?'3&?8?"528& NUT AND 2414-002-1800 LOCKWASHER - HDP24-18
(ALUMINUM) OR 2411-002- 1 -002- . AR-
NOTES: APD | S22 d )-3/-02 ) B 6P X

et




